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Made in China
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��: 0755-29609320(8062)  ��: 0755-25723423  ��: godox@godox.com

godox.com

Add: Building 2, Yaochuan Industrial Zone, Tangwei Community, Fuhai Street, Bao’an District, 
Shenzhen 518103, China     Tel: +86-755-29609320(8062)     Fax: +86-755-25723423    
E-mail: godox@godox.com         

GODOX Photo Equipment Co., Ltd.
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主要特点：

� ��TTL���M������(MF12�����)
� ��S1/S2������
� ����LED���
� ���������������
� ��2.4G������������
� OLED������������
� ����������TYPE-C���
� ����500�����1.7������
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1.���
2.������������
3.�������������
4.�������������
5.������������
6.��������SET��
7.����

• OLED显示屏

TTL��

S1/S2���

M������

�

�

�

�

�

� �

32CH TTL

E
32CH M

E 32 + 0.9
1/

32CH M

E 32 + 0.9
1/

S1 32CH M

E 32 + 0.9
1/

S2

����

���×1

�����
������������������������������:
XPro�X1�TTL����X2�TTL�������MF-AR������(49mm�52mm�
55mm�58mm�62mm�67mm�72mm�77mm)�

注:MF12���������������������MF-AR*1������������49mm�
52mm�55mm�58mm�62mm�67mm�72mm�77mm�����

���×1

Type-C�USB�×1

���×1

������
���×1

���×1��(�����)�
MF-11T×1

���×1
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•��������
1.���MF12��������������
������������������������
����������
2.��������������������
���������������

•��������(���)
1.��MF12�����(����)�����
�����MF-AR����������������
������ ���������
�����
��������������6���

2.�����������MF12������
����������

3.�����������������
����(8����49mm�52mm�55mm�58mm�
������62mm��67mm�72mm�77mm)(���)�
������������������

4.�����������������
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3.���Type-C�USB����,�����(�55��)�����
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����,�����������,�10��������
�:������(10��)��,��������
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��������
���������������STBY,�SET���
�����������30min/60min/90min/OFF.
�����������30/60/90��)�������
�����������������������
������������������

��������������C.Fn-STBY����������

UNLOCK

���
1.�����:
���1.1.��������<��������>��LED������
���������������
���1.2.���������������������
�����������SET����������������
2.������:��<��������>����������
����2.1.����:��������������
����������10�(1~10)�

������
MF12����TTL���M(��)��2����
�TTL�������������������
��������,���������������
�����������������������
����������������������
����������TTL������������
�M(��)�������������������
����������������������
�����������������������
���
������<��������>��������MODE���
��SET�������������TTL���
M(��)�����

��TTL������
��TTL�������<��������>�����������TTL�������

10

C.Fn

32CH TTL

E

Ver 0.5

PHOTOC
WL

MODE

TTL
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��M������
����1/128���1/1��������0.1�
���������
1.��M�������<��������>���������
�����M�������
2.�M�������������������
���������
����������������������
����������

�����M�������������<��������>��
������C.Fn���������PHOTOC��SET�
�����������������S1�S2���

1.�S1��������
��S1��������������������
������������������������
�����������������������

2.�S2���������
��S2�����������������TTL��
������������������������
�����������������������
��������2��������

���M������S1/S2�������

32CH M

E 32 + 0.9
1/

C.Fn Ver 0.5

WL

MODE
S1PHOTOC

32CH M

E 32 + 0.9
1/

S1

���(2.4G)��
MF12����2.4G��X��������X1�XPro�X2��������������
��������/��/��/��/����/��TTL��������������
�����������(��X1T-N)�����(��X1�T-C)�����(��X1T-S�)
������������MF12-TTL,���������!

�����WL)��
�����<��������>����C.Fn���������
��WL��SET��������������:
OFF��������ON��������

C.Fn Ver 0.5

PHOTOC
MODE

ON
WL

����(CH)��
�����������������������
�����������������������
����������(CH)����������
<��������>����C.Fn���������CH,�SET
����������������(01-�32�,����
��SET���������

C.Fn Ver 0.5

GR
32

ID
CH

C.Fn Ver 0.5

E
ID
CH

����(GR)��
����C.Fn���������GR,�SET����
������������(A/B/C/D/E�,���
��SET���������

GR

������(PHOTOC)��
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C.Fn Ver 0.5

99CH

��ID��
����C.Fn���������ID,�SET����
��������ID��(OFF/01~99�,�����
SET����ID���

GR

ID
�:����������������

1.�����2.4G����(������2.4G�wifi��������)
    •����������CH��(��+10)�������������������
��������������2.4G���
2.�����������������������������(������
������)����������������������
����•���������������TTL�������M��(TTL������
����������)�
3.��������������(��<0.5m)��
����•������������������:
�������X1�����������������������2��
�������X2�Xpro�����C.Fn-DIST�0-30m�
4.�����������������
����•������(���������1.5V�������)�

��2.4G������������:

C.Fn: �������
1.������<��������>����C.Fn�����������������
2.��SET����������������
3.������SET�����������<��������>���
�������
MODE

PHOTOC

WL

GR
CH
ID
STBY

��
����
�
S1/S2����
�
�
����
�
����
����
ID��
����

��
M
TTL
OFF
S1
S2
ON
OFF
A/B/C/D/E
1~32
OFF/01~99
OFF
30min
60min
90min

����
����
����
������
S1������
S2�������
����
����
����A/B/C/D/E������
����1~32������
����OFF�01~99������
��
��30min/60min/90min����
���������������

������
���������������������������������������
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����(1/1��)
�����
�����
LED�����
���
����
����
������
2.4G����
��
��
ID
����
TYPE-C����
��������
����
������
��

��
��
��

MF12
3.7V/1700mAh
GN=16.1�±0.1�
12W
8���1/128~1/1
1~10�
OLED���
S1������/S2�������
TTL���M������
1/1200s~1/34000s
ON/OFF
32����1~32
5����A/B/C/D/E
OFF/01~99
30m
5V2A
�500�
�0.01~1.7�
������������
30min/60min/90min���30min/60min/90min����
��������������OFF�����������
�����

81*76.5*64.3mm
�144g

����
•����������������������������
•������������������
•��������������������������
•����������������������������
•�1���,����������1������
•����������������������������,�����������
•���������������,���������������
•���������������
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Forward

Warning

Names of Parts

  Body

  Control Panel

  OLED Display

Included Items

Optional Accessories

Battery

Battery Management

Modeling Lamp

Flash Mode Selection

TTL Auto Flash Mode

M Manual Flash Mode

Wireless(2.4G) Transmission

C.Fn: Setting Custom Functions

Reset Function

Forced Shutdown Function

Over-Temperature Function

Technical Data

Maintenance

Foreword

Thank you for purchasing!

MF12 is a mini macro flash.

Functionally, MF12 is equipped with two flash modes: TTL automatic flash mode and 

M manual flash mode. With S1 / S2 secondary optic triggering mode, no additional 

command signal or external remote control, direct trigger flash, convenient. Allocated 

with always-on LED modeling light, it provides modeling light anywhere anytime, 

which can also be used as a background light, hair light, or daily lighting. 

In terms of structure, MF12 adopts professional optical lens design, which has 

stronger focusing effect and ensures even distribution of shooting light effect. Built-in 

rechargeable lithium battery, it is convenient for outdoor shooting and travel shooting. 

Menu easy to operate, compact and light-weight size ensure it can be put into pocket 

with great portability.

This mini flash is ideal for macro photography of animals and plants, food, jewelry, 

oral images and so on.
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Contents

Main Features

• Equipped with TTL automatic flash mode and M manual flash mode

• Having S1 / S2 scondary optic triggering modes

• Using a constant light LED modeling Light

• Adopted professional optical lens which offers more even lights

• Built-in 2.4G wireless X system 

• Selecting the clear OLED display

• With built-in lithium battery which can be charged through Type-C port

• Max.1.7s recycle and 500 full power pops
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Warning

Always keep this product dry. 

Do not disassemble. Should repairs become necessary, this product must be 

sent to an authorized maintenance center.

Keep out of reach of children.

Stop using this product if it breaks open due to extrusion, falling or strong hit. 

Otherwise, electric shock may occur if you touch the electronic parts inside it.

Do not fire the flash directly into the eyes (especially those of babies) within 

short distances. Otherwise visual impairment may occur.

Do not use the flash unit in the presence of flammable gases, chemicals and 

other similar materials. In certain circumstance, these materials may be 

sensitive to the strong light emitting from this flash unit and fire or 

electromagnetic interference may result.

Do not leave or store the flash unit if the ambient temperature reads over 50. 

Otherwise the electronic parts may be damaged.

As this product do not have waterproof function, please take measures of 

waterproof in rainy or damp environment.

Turn off the flash unit immediately in the event of malfunction.

Names of Parts

Body

1. Light Body

2. Wireless Sensor

3. Type-C USB Port(only for charging)

4. Reset Hole

5. Angle Adjusting Bracket

6. Push Button of Bracket      

7. Lens

8. Modeling Lamp

�

�

�

�

�

�

�

�
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• Control Panel

1. Display

2.      Menu Button

3.      Power Switch

4.      Modeling Lamp Button

5.      Test Button

6.      Set Button

7. Select Dial

TTL Autoflash

S1/S2   

M Manual Flash

�

�

�

�

�

� �

32CH TTL

E
32CH M

E 32 + 0.9
1/

32CH M

E 32 + 0.9
1/

S1 32CH M

E 32 + 0.9
1/

S2

• OLED Display

Included Item

Cold Shoe x1

Optional Accessories

The product can be used in combination with the following optional accessories, 

so as to achieve best photography effects: XPro, X1 and X2 TTL flash trigger, 

MF-AR adapter ring, camera lens adapter rings kit (49mm, 52mm, 55mm, 58mm, 

62mm, 67mm, 72mm, 77mm), etc.

Names of Parts

Color Filter 
Holder x1

Note: MF12 Two-light Kit is not only including above items but also including 1 unit MF-AR Adapter

Ring and 8 pieces lens adaptor rings (Diameters of 49mm,52mm,55mm,58mm, 62mm,67mm,72mm,

77mm).

Light Body x1  

Extreme Close-Up 
Positioning Adapter x1

Color Effects 
Set MF-11C x1

Type-C USB 
Cable x1

Carry Bag x1 Instruction 
Manual x1
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Flash Stand x1

Color Temperature
Adjustment Set
MF-11T x1

Color Filter 
Bag x1
















